DESIGNLIGHT

SCANDINAVIAN AB

Art nr: MIP-276 MW
E-nr: 7473488

Effekt Material Fargtemperatur Armaturfarg | Anslutning | Ljusflode
Power | Material Color temperature | Fixture color | Connection | Luminous flux

6x7,4W | Aluminium 2700K Matt White 230V 6x510Im

CE, ROHS, IP CERTIFIED BY SGS
LED Driver
6x510 | | 533
LED LE3D522‘£2W IE ﬂ Im cd ]-I-I-I-l-l- L80 mcuﬁm
1P20 éI: H @ tFérg.
<€> 1P44 | (75mm I?ngnﬁ (2omm, 5@) C€ ROHS E z%noi

e Dimbar med 350 mA driver e Dimmable with 350 mA driver

e 73 Im/w med lins, driver e 73 Im/W with lens, driver
e 81 Im/w utan lins, driver e 81 Im/W without lens, driver
e CRI Varde >93 e CRIl value >93

4000K 5500K 8800K 12000K . Lo
This luminaire
contains built-in
T 1 LED lamps.
2700K 3000K
!
1. Stang av strommen/Turn off the power E
-105 -120 120 105 "
ST Imn L
=90 920 “
Ty i The lamps
e 1 ” e cannot be
213 changed in
-60 60 SWITCH OFF the luminaire.
320
2. Borra hal i taket/Drill hole in ceiling £ 4
-45 426 45 ok
874/2012
-30 -15 533 15 30
________________________________________________ - H 2 H H
e tsane @ Komihag vid montering
533 -
av downlight LED
* Kontrollmat ALLTID diametern fore haltagning i tak.
426 / Antal watt per lampa x antalet lampor ger storleken
G{ID pé transformator. Vid installation av LED folj ALLTID
320 / \ @75mm kopplingschema.
0BS! Det &r olika transformatorer pa LED och halogen.
3. Ansilut till LED-drivern/Connect to LED driver « 1-2W/kvm vid mjukare belysning normal takhdjd.
213  3-4W/kvm vid allmén belysning normal takhéjd.
LED ér:
107 1 ] ) < Miljovanlig och energisnal.
- ] briver ﬁt « Lang livslingd, 20.000-50.000 timmar.
. / \__ * Lag varmeutveckling, stotsaker.
-90 -60 -30 ) 30 60 20 Trivs bast i kyla, ju ldgre temperatur och god luftarea
"""""""""""""""""""""""""""""""" desto bittre ljuseffekt. For 6kad livsldngd pd LED-lampor
A bor armaturer med kylflans anvéndas.
0.5m| 1335.011x 2134.901x 36.73cm Tank pa att ALDRIG montera downlight direkt mot lattan-
téndligt material. Desto mer luftarea runt den monterade
s sin 520 720 o ton downlighten, desto sakrare blir installationen. Okad
boom - ﬂ luftarea ger ldngre livslangd pa ljuskalla och armatur.
0 100 Matt/Dimension '_I'hmgs_ to remember _when
E installing LED downlights
e L 2o ALWAYS measure the diameter prior to perforation in
ceiling. The amount of Watt per light times the number of
lights equal the size of transformer. During installation of
LED, ALWAYS adhere to the circuit diagram.
3.om|_ 37.081x  s8.751x 220.380m N.B. Transformers differ for LED and halogen.
* 1-2W/square meter for softer lighting and standard
Avstdnd Belysningsstyrka  Spridnings vinkel 36° Diam. ceiling height.
* 3-4W/square meter for ambient lighting and standard
ceiling height.
LED is:

 Environmentally friendly and energy efficient.

* Long life expectancy, 20 000-50 000 hours.

« Low heat generation, shock resistant.

LED lights perform at best in cold, the lower the
temperature and the more air volume, the better the light
output. For increased longevity on LED lights, fixtures
with heat sinks should be used.

Remember to NEVER install a downlight directly adjacent
flammable materials. Sufficient air volume surrounding
the installed fixture provides a safer installation. Incre-
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